
How to configure devices, IP phones and dialers  

Step 1:  

After the CallShop is installed, you now need to register with the call shop using any soft phone, 

IP phone or Dialer.  

For this, first you need the IP address of the machine where the call shop is running. You can get 
this Local Registrar IP from configuration screen of call shop 
 

1.  Click on Configure Button from Your call shop as shown in red circle below  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



The following window will open  

 

2. Copy the IP coming Next To SIP Listen Address as shown in Red circle in 

Figure below (This is the IP of the machine where call shop is installed  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Once you find the IP which is 192.168.0.226 in this case, you can proceed with the configuration 

of the devices, dialers or IP phones. 
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Step 2:  

Open the Soft phone Configuration screen. Sample screen for a popular dialer is shown 

ōŜƭƻǿ ƛƴ 5ƛŀƎǊŀƳπнΦ  
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Step 3:  

Click on Once you have identified the IP address, register with the call shop.  

 
 

 
 
 



 

 
 

 
 

 
 
 
 
 
 
 
 
 
 

 
 
 

 

 

 

 

 

 

5ƛŀƎǊŀƳπп 

User Name is displayed in the booth. Password is NOT verified so you can keep any 

password as of now. Remember that all devices and dialers should be using SIP protocol. 

There are no other settings required. 

 
 

 
 



 

Registered Screen:  

When you are registered, Call shop will show as following:  

 

 

 

 

 

 

 

 

 

5ƛŀƎǊŀƳπр 

Now dial a Phone Number to make a call e.g I dial 12133419690 

Now before call is connected the screen looks like following 

 



As call is connected the Booth will change as shown below  and counting will start 

 

 

 

 

 

 

 

 

 

 

 

As the call is ended the counting will stop and Label of Unpaid Call will come 

 

 

  

 

 

 

 

 

 

 

 



 

As the call is ended the counter will stop but  

The Label Unpaid Calls will remain even if you close the call shop and restart it again it 

will remain there until the payment is made by clicking on Clear Booth Button 

And if I disconnect the dialer now and if I try to connect with call shop again by name 
testing2 it will connect to the next booth 

As shown below 

 
 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 


